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PROJECT REFERENCE NO. SHEET NO.

UTILITY DESIGN ENGINEER

UC-3D

12" OF FINISHED GRADE.

VALVE BOXES WITHIN

BROUGHT UP INTO ALL

TO TOP OF PIPE AND

TRACER WIRE TAPED

GATE VALVE

RESTRAINED JOINT

UTILITY LINE

ACCEPTED.

COLLARS WILL NOT BE 

** PRECAST CONCRETE 

CONCRETE PAD

24" x 24" x 6" REINFORCED

FINISHED GRADE

COVER

3’ MINIMUM 

6"  BLOCK UNDER VALVE

EXCAVATED TRENCH.

FULL WIDTH OF THE 

VALVE ASSEMBLY AND THE 

FEET BEYOND LENGTH OF 

BEDDING SHALL EXTEND 2 

UNDER VALVE AND PIPE.  

6"  STONE BEDDING (#57) 

NTS

GATE VALVE DETAIL

VALVE BOX

CAST IRON ROADWAY

"WATER"  INTO THE COVER

CAST THE WORD

TEMPORARY PIPING

ABOVE GRADE
BYPASS PIPING

TEMPORARY TEE &

LINESTOP EQUIPMENT

ELEVATION VIEW A-A

PLAN VIEW

A

NTS

BYPASS ASSEMBLY DETAIL

   BE FLANGED.

2. TAPPING SLEEVES SHALL

   THE EXISTING LINE.

   BE ONE PIPE SMALLER THAN

1. THE BYPASS PIPING SHALL

NOTES:

LONG RADIUS 90° ELBOW

CONTRACTOR TO DETERMINE

AS REQUIRED FOR WORK AREA,

OFFSET PIPE DISTANCE

TO REMAIN

EXISTING PIPE

REMOVED / ABANDONED

EXISTING PIPE TO BE

CONTRACTOR TO DETERMINE

AS REQUIRED FOR WORK AREA,

BYPASS PIPE DISTANCE

TIE-IN IS COMPLETED.

TO BE REMOVED AFTER FINAL

TEMPORARY TAPPING SLEEVE

EQUIPMENT

LINESTOP

BYPASS PIPING

ABOVE GRADE TEMPORARY

SLEEVE TO REMAIN

PERMANENT TAPPING

SLEEVE TO REMAIN

PERMANENT TAPPING

TIE-IN IS COMPLETED.

TO BE REMOVED AFTER FINAL

TEMPORARY TAPPING SLEEVE

PER PLAN

INSTALLED AS

AND PIPE TO BE

RADIUS BEND

PROPOSED LONG

TEMPORARY GATE VALVE

PIPE MARKER SIGN

TEXT - LINE 1

TEXT - LINE 2

TEXT - LINE 3

TEXT - LINE 4

TEXT - LINE 5

TEXT - LINE 6

TEXT - LINE 7

TEXT - LINE 8

3. THE UTILITY OWNER MUST MAINTAIN ALL PIPE MARKER SIGNS LOCATED ON THE RR RIGHT-OF-WAY.

  ENGINEERING REPRESENTATIVE FOR THE RR.

  VISIBLE WHEN STANDING AT ONE SIGN.  SIGNS SHALL NOT BE PLACED MORE THAN 500 FEET APART UNLESS OTHERWISE SPECIFIED BY THE

  AT ALL CHANGES IN DIRECTION OF THE PIPELINE.  SIGNS SHALL BE LOCATED SO THAT THE NEXT ADJACENT MARKER IN EITHER DIRECTION IS

2. FOR PIPELINES RUNNING LONGITUDINALLY ON RR PROPERTY, SIGNS SHALL BE PLACED OVER THE PIPE (OR OFFSET AND APPROPRIATELY MARKED)

  (ON BOTH SIDES OF TRACK FOR CROSSINGS) BY DURABLE, WEATHERPROOF SIGNS LOCATED OVER THE CENTERLINE OF THE PIPE.

1. ALL PIPELINES (EXCEPT THOSE LOCATED UNDER STREETS) SHALL BE PROMINENTLY MARKED AT THE RIGHT-OF-WAY LINES

NOTES:

EXISTING PIPE

     OR PIPE) AT THE SIGN LOCATION.

  1. LINE 5: CONTRACTOR SHALL NOTE THE AS-BUILT DEPTH (TO TOP OF CASING

  NOTES:

  LINE 8: (910) 521-2458

  LINE 7: (910) 521-2458

  LINE 6: (910) 521-2458

  LINE 5: 3’-0" BELOW GRADE

  LINE 4: 4" FORCE MAIN (150 PSI)

  LINE 3: PEMBROKE, NC 28372

  LINE 2: 100 UNION CHAPEL ROAD

  LINE 1: TOWN OF PEMBROKE

C. TOWN OF PEMBROKE

     OR PIPE) AT THE SIGN LOCATION.

  1. LINE 5: CONTRACTOR SHALL NOTE THE AS-BUILT DEPTH (TO TOP OF CASING

  NOTES:

  LINE 8: (910) 521-2458

  LINE 7: (910) 521-2458

  LINE 6: (910) 521-2458

  LINE 5: 3’-0" BELOW GRADE

  LINE 4: 12" WATER MAIN (150 PSI)

  LINE 3: PEMBROKE, NC 28372

  LINE 2: 100 UNION CHAPEL ROAD

  LINE 1: TOWN OF PEMBROKE

B. TOWN OF PEMBROKE

     OR PIPE) AT THE SIGN LOCATION.

  1. LINE 5: CONTRACTOR SHALL NOTE THE AS-BUILT DEPTH (TO TOP OF CASING

  NOTES:

  LINE 8: (336) 671-3485

  LINE 7: (336) 671-3485

  LINE 6: (910) 671-3485

  LINE 5: 3’-0" BELOW GRADE

  LINE 4: 6" WATER MAIN (150 PSI)

  LINE 3: LUMBERTON, NC 28358

  LINE 2: 176 LEGEND ROAD

  LINE 1: ROBESON COUNTY.

A. ROBESON COUNTY.

TEXT NOTES FOR VARIOUS UTILITY OWNERS:
P-4900A
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